PROJECT DESCRIPTION

THIS PROJECT INVOLVES THE MADIFICATION OF THE EXISTING TRAFFIC CONTROL SIGNAL
AT THE INTERSECTION OF MD 22 (CHURCHVILLE ROAD) AND THOMAS RUN ROAD/SHUCKS ROAD
IN HARFORD COUNTY.

THE MODIFICATION INCLUDES ADDING THE EXCLUSIVE/PERMISSIVE LEFT TURN PHASE

FOR THOMAS RUN ROAD AND SHUCKS ROAD.

MD 22 IS ASSUMED TO RUN IN AN EAST-WEST DIRECTION.

INTERSECTION OPERATION

THE INTERSECTION CURRENTLY OPERATES IN A NEMA 5 PHASE, FULLY-TRAFFIC ACTUATED MOCDE.
THERE IS AN EXCLUSIVE/PERMISSIVE LEFT-TURN FOR THE EASTBOUND APPROACH COF MD 22.

THE THROUGH MOVEMENTS FOR MD 22 OPERATE CONCURRENTLY.

THOMAS ROAD ANS SHUCKS ROAD APPRUACHES OPERATE CONCURRENTLY.

CHIEF M. DAVE M. RAMSEY, ASST. D. E.

MATNTENANCE
PHONE # (4103 221-2761

CONTACT PERSONS: MR. ED RODENHIZER,
STGNAL OPFRATIONS SECTION

PHONE # (410) 7877652

MR. ROBERT SNYDER, ASST. CHIEF
TRAFFIC OPERATIONS DIVISION

PHONE # (410) 787-7631
EQUIPMENT LIST A
EQUIPMENT TO BE SUPPLIED BY THL S.H.A.
ITEM SPEC.
NOS. QUANTITY SECTION DESCRIPTION
9089 85 S.F. 813 Flat sheet aluminum to¢ consist of:

- Two (2) 36"x42" RIO-12 - LEFT TURN YLD ON GREEN sign, mast-arm mounted,

- One (1) associated shield assembly "WEST, MD 22, RIGHT ARROW" {24 x51"),
pole mounted with hardware,

- One () gassocicTed shield assembly "EAST, MD 22, RIGHT ARROW" {(24"x51"),
pole mounted with hardware.

- One (Y associaTed shield assembly "WEST, MD 22, LEFT ARROW" (36"x 75",
pole mounted with hardware,

- One (1) associated shield assembly "EAST, MD 22, LEFT ARROW" {3&6"x7h"),
pole mounted with haordware.

EQUIPMENT LIST B
EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.

ITEM SPEC.

NOS. QUANTITY SECTION DESCRIPTION

{00! | EACH 104 Maintencnce of traffic.

2007 3 C.Y. 20h Test pit excavation.

5001 3 EACH 549 Furnish and install heat applied permanent preformed
Thermoplastic pavement marking arrow.

5003 I EACH 549 Remove existing povement marking arrow. |

g0l 36 EACH 814 Furnish and install [2-inch vehicular traffic signal head section
(POLYCARBONATE and black-faced).

8019 9 EACH 814 Furnish and install 8-inch vehicular tratfic signal head section
{(POLYCARBONATE and biack-faced).

8048 | EACH - Remove and dispose of existing material and equipment per assignment.

8058 18 L.F. 810,950 Furnish and install wood sign support 4"'x4".

8074 &4 S.F. 813 Imstall ground mounted sign.

8075 21 5.k 813 Install overhead sign.

8084 10 L.F. 810,950 Furnish and install electrical cable - 5 conductor (No. 4 AWG)

8085 77H L.F. 810,950 Furnish and install electrical cable - 7 conductor (No.i4 AWG),

EQUIPMENT LIST C
EQUIPMENT TO BE REMOVED AND RETURNED TO S.H.A.

All materials +o be removed by The Contractor shall become the property of the Contractor.
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WIRING KEY

> - T7-CONDUCTOR ELECTRICAL CABLE (NO. 4

NEW/PROPOSED

CABLES

AW.G.)

> - 5-CONDUCTOR ELECTRICAL CABLE (NO.I4 AW.G.

USE EXISTING CABLES

NEW 5-SECTION 8"/12" SIGNAL HEAD.

NEW 5-SECTION 12" SIGNAL HEAD REFPLACING EXISTING
3-SECTION 12" SIGNAL HEAD.

ALL LOOP DETECTORS ARE EXISTING.
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S.H.AL NO. XX1065385

INSTALL E/P LEFT TURN PHASE FOR
THOMAS RUN RD & SHUCKS RD.

4-15-2002

TEAM LEADER, TRAFFIC EMGIMEERING DESIGN DIVISION

MR |
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S.H.A. NO, H-893-501-471

RELOCATE SIGNAL IN NW QUADRANT

DUE TO GEOMETRIC CHANCES
5-17-1989

ASST, CHIEF TRAFFIC ENGINEERING DESIGN DIVISION

S

MARYLAND DOT

- STATE HIGHWAY ADMINISTRATION

Office of Traffic & Safefy

TRAFFIC ENGINEERING DESIGN DIVISION

MD 22 (Churchville Road) @ Thomas Run Road /
Shucks Road
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S.H.AL NO, H-833-501-471
REBUILD EXISTNG SIGNAL
2-25-1988

CHIEF, TRAFFIC EMGIMELRING DESIGN DIVISION
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